
UNLEASH THE COOLING,
EMBRACE THE COMFORT
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INTRODUCING 

ROOM AIR CONDITIONERS

ADAPTS TO YOUR WORLD AND THOSE IN IT

ITS  INTUIT IVE 6- in - 1  COOLING TECHNOLOGY
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Brand - Anchor Anchor Anchor

Type - Cooling Only Inverter Cooling Only Inverter Cooling Only Inverter

Tonnage Class TR 1.0 1.5 2.0

Model [50Hz] AS/AU12S3AAB AS/AU18S3AAB AS/AU24S3AAB

Cooling Capacity, 
Standard [Min. - Max.] W 3450 [1555 - 3800] 5050 [2272-5555] 6200 [2790 - 6820]

ISEER - 3.95 3.95 3.95

Annual Power Consumption kWh 676.64 990.45 1215.59

Star Rating* - 3 Star 3 Star 3 Star

Electrical Data

Voltage V-AC 230 230 230

Phase Ø Single Phase Single Phase Single Phase

Running Current A 5.2 7.6 9.1

Power Input, Standard 
Cooling [Min.-Max.] W 1145 [356 - 1546] 1670 [522 - 2255] 1990 [657 - 2687]

Moisture Removal Rate
l/h 1.0 1.2 2.3

Pt/h 2.1 2.5 4.8

Air Circulation (Indoor) ft3/min 400.0 600.0 640.0

Dimensions of 
the Indoor Unit

Length (L) cm 87.0 107.0 107.0

Breadth (B) cm 21.1 23.5 23.5

Height (H) cm 29.0 29.0 29.0

Dimensions of 
the Outdoor Unit

Length (L) cm 67.2 78.1 78.1

Breadth (B) cm 24.1 28.1 28.1

Height (H) cm 52.0 55.5 55.5

Noise Level
Indoor (H/L) [dB-A] 45/39 48/43 50/43

Outdoor [dB-A] 53.0 53.0 56

Net Weight IDU [ODU] kg 9 [20] 11 [23.5] 11 [27]

Refrigerant - R-32 R-32 R-32

Operating Temp. Range oC 16 ~ 52 16 ~ 52 16 ~ 52

Operating Volt. Range V 145-285 145-285 145-285

Refrigerant Pipe 
Diameter

Liquid Side cm Ø0.635 Ø0.635 Ø0.635

Gas Side cm Ø0.952 Ø1.270 Ø1.270

Pipe Extension

Chargeless Pipe Length m 7.5 7.5 7.5

Maximum Pipe Length m 10 15 15

Maximum Elevation m 5 10 10
Additional Refrigerant Gas g/m 10 15 20

Power Supply Source - Indoor Indoor Indoor

Features

Cooling Efficiency
- 6-in-1 Convertible 6-in-1 Convertible 6-in-1 Convertible

- 2 Way 2 Way 2 Way

Compressor - Smart Inverter Smart Inverter Smart Inverter

Filtration - Dust Filter Dust Filter Dust Filter

MORE STARS
MORE SAVINGS

POWER SAVINGS GUIDE

MORE STARS
MORE SAVINGS

POWER SAVINGS GUIDE

MORE STARS
MORE SAVINGS

POWER SAVINGS GUIDE
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*Star Rating as per BEE Norms

 ANCHOR IBUKI SPLIT AIR CONDITIONERS





COMFORT

FILTRATION

• Distribute cool air more 
 evenly around a room

*Available only in 5 Star range

• 15 Mins Quick Clean*

• Easy & Quick process

• Keeps heat exchanger hygiene 

• Access on remote, Eliminates all pollutants & germs

• 4-Way Swing
 Distributes airflow in four directions: horizontally and vertically, The vertical airflow can be altered to direct air up or 
 down, and the horizontal airflow can be set to sweep from right to left or left to right.

• Turbo Cool
 Anchor’s unique logic, will help to attain desired temperature instantly by running Fan at highest speed 
 and circulating the indoor air

• Auto Cleanse (Clean Mode)
 Prevents the formation of bacteria & mold on the heat exchanger

• Cools room quicker & faster
• Achieves set temperature immediately

#All pictures shown are for illustration purpose only, actual product may vary. Features may also vary from model to model

*As per test conditions



DURABILITY

TECH

• Efficient heat transfer & long life

• Dual Protection
 Anti-corrosive blue coating on both IDU & ODU copper bent area & fins

• Protects from all climatic conditions & 
Improved Durability

Eco-Friendly Tough protecting the environment

High Resistance Tough at low voltage

Increases Life of 
Heat Exchanger

• Inner Grooved Copper Tube
 Better Heat dissipation of refrigerant & gives additional strength to over all pipe structure to with stand high pressure

• Low Refrigerant Alert
 Anchor Inverter Air Conditioners are made to quickly identify "Low Refrigerant" levels, 
 preventing uncomfortable room temperatures and equipment failure.

LOW REFRIGERANT 
ALERT

E91

#All pictures shown are for illustration purpose only, actual product may vary. Features may also vary from model to model

• Indoor Display Panel of AC indicates “E91” for loss of refrigerant & flags it for refilling / repair




